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1
DISPLAY DEVICE

CROSS REFERENCE TO RELATED
APPLICATION

This application is a continuation of U.S. application Ser.
No. 13/414,048, filed Mar. 7, 2012, the contents of which are
incorporated herein by reference.

CLAIM OF PRIORITY

The present application claims priority from Japanese
Patent Application JP 2011-063331 filed on Mar. 22, 2011,
the content of which is hereby incorporated by reference into
this application.

TECHNICAL FIELD
Background

The present invention relates to a display device, and more
particularly, to a liquid crystal display device which allows a
three-dimensional display using a liquid crystal lens.

A liquid crystal display panel includes a TFT substrate
having pixel electrodes and thin film transistors (TFT)
arranged in a matrix, and a counter substrate that is located
opposite the TFT substrate, having color filters positioned
corresponding to the pixel electrodes on the TFT substrate. A
liquid crystal is interposed between the TFT substrate and the
counter substrate to form a display region. An image is
formed by controlling light transmittance through liquid crys-
tal molecules for each pixel. Since the liquid crystal is capable
of controlling only polarization light, a light ray from a back-
light is polarized by a lower polarizer before incidence to the
TFT substrate, and controlled by a liquid crystal layer. It is
further polarized by an upper polarizer again so as to be
emitted to the outside. So the light emitted from the liquid
crystal display panel is polarization light.

Various methods for forming a three-dimensional image on
the liquid crystal display panel have been proposed. Among
all of those methods, one which provides the liquid crystal
lens on the liquid crystal display panel has been focused on its
application especially to a small-sized display device because
of features that no special glasses are required for visual
recognition to of the three-dimensional image, and that selec-
tion between the two-dimensional image and the three-di-
mensional image may be performed.

Japanese Patent No. 2862462 discloses the structure in
which a liquid crystal lens has liquid crystal molecules inter-
posed between an upper substrate and a lower substrate,
upper substrate electrode patterns are formed in stripes on the
upper substrate, and flat solid lower substrate electrode pat-
terns are formed on a lower substrate so that the lens is formed
through alignment of the liquid crystal molecules along the
electric field generated by applying voltage to both the upper
and the lower substrate electrode patterns.

Japanese Unexamined Patent Application Publication No.
2009-520231 discloses a liquid crystal lens that uses an elec-
tric field generated by a longitudinal electric field between the
upper substrate electrode pattern and the lower substrate elec-
trode pattern. Those upper and the lower substrate electrode
patterns on the upper and the lower substrates are similar, but
they are rotated to form an angle of 90° with each other. This
makes it possible to direct the lens to rotate at 90° through the
method of applying the voltage to the upper and the lower
substrate electrode patterns. In the case where a display
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screen is in both horizontal and vertical modes, the three-
dimensional display may be performed.

FIGS. 11 and 12 schematically show aliquid crystal lens 10
and a 3D display using the liquid crystal lens 10. The terms
2D display and 3D display herein refer to the two-dimen-
sional display and the three-dimensional display. The liquid
crystal lens 10 has the same structure as the liquid crystal
display element configured to interpose a liquid crystal
between two substrates each with an electrode. However, it is
not intended to be used for the control of polarization direc-
tion like the liquid crystal display, and accordingly, no polar-
izer is used.

FIG. 11 schematically shows the electrodes formed on the
two substrates that interpose the liquid crystal. The electrode
on the lower substrate 30 has a laterally long rectangular
pattern as indicated by a solid line, and the electrode on the
upper substrate 20 has a rectangular pattern as indicated by a
dashed line. Rectangular boxes A and B denote electrode
terminals that externally apply the voltage. The line which
connects the electrode terminal with the electrode on the
aforementioned substrate denotes a wiring. The electrode
connected to the electrode terminal A may be designated as an
electrode A, and the electrode connected to the electrode
terminal B may be designated as an electrode B. Basically,
each pattern of the upper and the lower substrates is not
limited, and those patterns may be reversed with respect to the
upper and the lower substrates. Transmission of light is
required, and accordingly, the transparent electrode such as
ITO is used for forming at least the electrode as shown by the
dashed line, which covers the entire display portion.

Arrow P shown in FIG. 11 denotes a rubbing direction on
the upper and the lower substrates. The liquid crystal inter-
posed between those substrates is aligned to have a part at a
longer axis side directed toward the arrow direction when the
voltage is not applied. FIG. 12 is a sectional view taken along
line Y-Y of FIG. 11. The electrode at the side of the lower
substrate 30 is set so that two pixels in the LCD below the
liquid crystal lens 10 are arranged between two electrodes.
Actually, a pitch of the two pixels is not the same as that of the
electrodes. Those pitches are appropriately designed in accor-
dance with an assumed viewing position.

FIG. 12 illustrates a state where each voltage applied to the
upper and the lower electrodes is set to be the same, that is, the
voltage is not applied to the liquid crystal. In other words, the
liquid crystal lens 10 is in an oftf-state. In this state, the liquid
crystal is entirely in an alignment direction regulated through
rubbing. The liquid crystal lens 10 as an optically uniform
medium with respect to the transmitted light does not act so as
to directly output the 2D image on the LCD for display.

FIG. 13 illustrates a state where the voltage is applied to the
upper and lower electrodes of the liquid crystal lens 10 so as
to change the alignment direction of the liquid crystal, that is,
the liquid crystal lens 10 is in an on-state. Like the LCD, ina
normal state, an AC voltage is applied for preventing deterio-
ration in the liquid crystal. The electrode on the upper sub-
strate 20 is solid, and the lower electrode locally exists. There-
fore, the electric field applied to the liquid crystal is not
uniform in the longitudinal and lateral directions. Along the
radial (parabolic) electric field toward the upper solid elec-
trode from the lower locally positioned electrode, the liquid
crystal molecules are also radially aligned as shown in the
drawing.

A liquid crystal molecule 50 exhibits a birefringent prop-
erty. The component in the longitudinal direction (longer axis
direction) of the molecule of polarization light of a transmit-
ted beam is brought into extraordinary light with a high
refractive index. The component perpendicular to the one in
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the longitudinal direction of the molecule is brought into
ordinary light with a lower refractive index than that of the
extraordinary light. The intervening angle may be obtained
by resolving the component into the extraordinary light com-
ponent and the ordinary light component in the same manner
as vector resolution. The birefringent property refracts inci-
dent light to the lower substrate 30 as shown in FIG. 13. In
other words, the liquid crystal lens 10 shown in FIG. 13
provides the optical property similar to that of the convex
lens.

The polarizing direction 40 of the incident light, that is, the
light emitted from a liquid crystal display panel 100 is sub-
stantially in parallel with the rubbing direction on the liquid
crystal lens 10, the ratio between the portion with a high
refractive index (extraordinary light) and the portion with a
low refractive index upon passage of the incident light
through the liquid crystal lens 10 varies by location. As FIGS.
11 and 12 show, the longer axis direction of the liquid crystal
molecule 50 is consistent with the rubbing direction which
determines an initial alignment of the liquid crystal.

Referring to FIG. 13, a dashed line representative of an
interface of a convex lens 11 schematically shows the inter-
face between the portion with a high refractive index and the
portion with a low refractive index. The same effect as the one
derived from the convex lens is obtained in the liquid crystal.
When two pixels in the liquid crystal display panel 100 are
provided under the effect of the convex lens as shown in FI1G.
13, light rays from a first pixel 200 change the paths mainly to
the right side, and light rays from a second pixel 300 change
the paths mainly to the left side. Referring to FIG. 13, each of
codes “r”, “g” and “b” of the first pixel 200 and the second
pixel 300 denotes a “red sub-pixel”, a “green sub-pixel” and
a “blue sub-pixel”, respectively, common to all the pixels. In
the condition where the liquid crystal lens 10 and the liquid
crystal display panel 100 are appropriately designed so that
signals for a right eye and a left eye are displayed on the first
pixel 200 and the second pixel 300, the light from the first
pixel 200 and the light from the second pixel 300 may be
guided to the right eye and the left eye of an observer, respec-
tively. This allows the observer to recognize the 3D image.

Meanwhile, on demand from recent use of the liquid crys-
tal display device, the function capable of selectively display-
ing in the portrait mode (vertical display) and the landscape
mode (horizontal display) has been added like a mobile
phone. To cope with the demands from the usage, the 3D
panel is required to have the function for selecting the display
between the vertical and the horizontal modes. FIG. 14 shows
an example of generally employed art which allows the liquid
crystal lens 10 to selectively display in the vertical and the
horizontal modes.

Like the case in FIG. 11, the solid line indicates lower
substrate electrode patterns 31, and the dashed line indicates
upper substrate electrode patterns 21. Each of the upper sub-
strate 20 and the lower substrate 30 is formed of thin elec-
trodes each as the local electrode and thick electrodes so as to
be solid corresponding to the thin electrodes on the counter
substrate. Codes “A”, “B”, “C” and “D” refer to the terminal
electrodes for application of the voltage to the respective
electrode patterns, and corresponding electrodes as well.

FIGS. 15 and 16 show sectional views each showing a state
where the laterally extending cylindrical liquid crystal lens 10
as shown in FIG. 14 is formed. The consequence substantially
the same as the one described referring to FIGS. 12 and 13
occurs so as to provide the function of the liquid crystal lens
10. The state shown in FIGS. 15 and 16 is different from the
one shown in FIGS. 12 and 13 in that a transverse electric field
is generated between the electrodes A and C as indicated by
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FIG. 16. This transverse electric field is directed substantially
in the same direction as the rubbing direction, thus giving no
fatal impact on the liquid crystal alignment and the lens effect.

FIGS. 17 and 18 are sectional views each taken along line
X-X of FIG. 14. FIG. 17 shows the state where the voltage is
not applied to the liquid crystal for 2D display. The liquid
crystal molecules 50 each drawn as a circle in the drawing
represents that the longer axis is longitudinally directed with
respect to the upper electrode, that is, in the vertical direction
with respect to a plane of the drawing. FIG. 18 shows the state
where the voltage is applied so that the electric field is gen-
erated between the electrode B and the other electrodes A, C
and Don the upper substrate 20. Like FIG. 13 or FIG. 16, the
liquid crystal is aligned again along the radial electric field
directed toward C from B so as to form a downward convex
lens shape. The transverse electric field is simultaneously
generated between the electrodes B and D on the upper sub-
strate 20. The liquid crystal is also aligned again along this
electric field.

SUMMARY OF THE INVENTION

Inthe course of observation that the transverse electric field
not only disarranges the shape of the liquid crystal lens 10 but
also causes the lens effect to disappear over a long time
(owing to change in the liquid crystal domain) as experimen-
tal results, it is found to be difficult to put the above-described
mode into practical use for selection of the display between
the vertical and horizontal modes. The present invention pro-
vides a liquid crystal lens 10 applicable to various display
modes including selection of the display between the vertical
and horizontal modes.

Firstly, a liquid crystal lens is provided on a liquid crystal
display panel provided with a first pixel and a second pixel.
The liquid crystal lens is formed by interposing the liquid
crystal between a first substrate and a second substrate. Elec-
trodes in stripes are formed on the first substrate of the liquid
crystal lens, which extend in a first direction, and are arranged
in a second direction orthogonal to the first direction. No
electrodes opposite those formed on the first substrate are
formed on the second substrate.

The initial alignment of the liquid crystal is set to be in the
same direction as that of the electrodes in stripes formed on
the first substrate. The polarizing direction of the polarization
light emitted from the liquid crystal display panel is set to be
the same as that of the electrodes in stripes formed on the first
substrate. Upon application of the voltage between electrodes
in stripes formed on the first substrate, the transverse electric
field is generated, along which the liquid crystal is rotated for
alignment again. This may allow formation of the convex lens
in the liquid crystal lens. The convex lens forms the three-
dimensional image while allowing the first pixel to be recog-
nized by the right eye and the second pixel to be recognized by
the left eye.

Secondly, the liquid crystal display device is configured to
allow selection ofthe display screen between a vertical mode
and a horizontal mode. When selecting the display screen in
the horizontal mode, the generally employed liquid crystal
lens of longitudinal electric field type is used. When selecting
the display screen in the vertical mode, the liquid crystal lens
of the transverse electric field type is used. This makes it
possible to realize the three-dimensional liquid crystal dis-
play device using the liquid crystal lens, capable of selecting
the display screen between the vertical mode and the hori-
zontal mode. Conversely, the liquid crystal lens of transverse
electric field type may be used for selecting the display screen
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in the horizontal mode, and the liquid crystal lens of longitu-
dinal electric field type may be used for selecting the display
screen in the vertical mode.

According to the present invention, the transverse electric
field may be used as the liquid crystal lens, thus expanding the
application of the liquid crystal lens of the liquid crystal
display device. This makes it possible to realize the three-
dimensional display using the liquid crystal lens in the liquid
crystal display device capable of selecting the display screen
between the vertical mode and the horizontal mode.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 11s a sectional view representing a three-dimensional
display using a liquid crystal lens of transverse electric field
type;

FIG. 2 is a plan view of an upper substrate of the liquid
crystal lens shown in FIG. 1;

FIG. 3 is a schematic view showing a relationship between
an initial alignment direction of a liquid crystal molecule and
the polarization light;

FIG. 4 is a schematic view showing a diagonal passage of
the polarization light through the liquid crystal molecule;

FIG. 5 is a schematic view showing a relationship between
the liquid crystal molecule and the polarization light when a
sufficiently high transverse electric field is applied to the
liquid crystal molecule;

FIG. 6 is a plan view showing a pixel structure in a liquid
crystal display panel;

FIG.7 is a plan view showing an arrangement of electrodes
of the liquid crystal lens according to Example 2;

FIG. 8 is a sectional view showing the liquid crystal lens
using a longitudinal electric field according to Example 2;

FIG. 9 is a sectional view showing a state where the liquid
crystal display device is used as a two-dimensional display
device without applying the voltage between the electrodes
according to Example 2;

FIG. 10 is a sectional view of the liquid crystal display
device according to Example 2, which forms a convex lens
using the transverse electric field for three-dimensional dis-
play;

FIG. 11 is a plan view showing an arrangement of elec-
trodes of the liquid crystal lens in a three-dimensional liquid
crystal display device of longitudinal electric field type;

FIG. 12 represents an example of usage as a two-dimen-
sional display device without forming a lens in the liquid
crystal lens;

FIG. 13 is a sectional view representing formation of the
convex lens in the liquid crystal lens using the longitudinal
electric field;

FIG. 14 is a plan view showing an arrangement of elec-
trodes of the liquid crystal lens as related art so as to select a
display screen between a vertical mode and a horizontal
mode;

FIG. 15 is a sectional view of the liquid crystal display
device shown in FIG. 14 when the vertical mode is selected,
and the two-dimensional display is performed without apply-
ing the voltage to the respective electrodes;

FIG. 16 is a sectional view of the liquid crystal display
device shown in FIG. 14 when the vertical mode is selected,
and the three-dimensional display is performed by applying
the voltage to the respective electrodes;

FIG. 17 is a sectional view of the liquid crystal display
device shown in FIG. 14 when the horizontal mode is
selected, and the two-dimensional display is performed with-
out applying the voltage to the respective electrodes; and
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FIG. 18 is a sectional view of the liquid crystal display
device shown in FIG. 14 when the horizontal mode is
selected, and the three-dimensional display is performed by
applying the voltage to the respective electrodes.

DESCRIPTION OF THE PREFERRED
EMBODIMENTS

FIGS. 3, 4 and 5 show a relationship between the liquid
crystal and the transmitted light polarizing direction 40.
Referring to FIG. 3, the polarizing direction 40 is consistent
with the longer axis direction of the liquid crystal molecule
50. At this time, the liquid crystal works as a high refractive
index medium with respect to the transmitted light. Referring
to FIG. 5, the polarizing direction 40 is orthogonal to the
longer axis direction of the liquid crystal molecule 50. Then
the liquid crystal works as a low refractive index medium with
respect to the transmitted light. FIG. 4 represents an interme-
diate state between those shown in FIGS. 3 and 5. Supposing
that intensity of the incident polarization light is expressed as
vector OE, and resolved components of the vector OE corre-
sponding to the longer axis direction of the liquid crystal
molecule 50 and corresponding to the direction vertical to the
longer axis direction are designated with OF and OG, the OF
passes through the high refractive index medium, and the OG
propagates in the liquid crystal while passing through the low
refractive index medium. The transverse electric field may
cause the distribution of the refractive index in the liquid
crystal. It is therefore possible to form the liquid crystal lens
10 under the transverse electric field. The present invention
will be described in detail in reference to the examples.

Example 1

FIG. 1 is a sectional view of the liquid crystal display
device which includes the liquid crystal lens 10 according to
Example 1. Referring to the liquid crystal lens 10 shown in
FIG. 1, the liquid crystal is interposed between the upper
substrate 20 and the lower substrate 30. The liquid crystal
display panel 100 is provided below the liquid crystal lens 10.
The liquid crystal display panel 100 is illustrated in a simpli-
fied manner in FIG. 1, while specifying an arrangement ofred
sub-pixels r, green sub-pixels g, and blue sub-pixels b. A
backlight (not shown) is provided below the liquid crystal
display panel 100. A light ray from the backlight is polarized
by the lower polarizer of the liquid crystal display panel 100,
modulated by the liquid crystal in the liquid crystal display
panel 100, and polarized by the upper polarizer of the liquid
crystal display panel 100 again so as to be emitted toward the
liquid crystal lens 10.

The light emitted from the liquid crystal display panel 100
is linearly polarized in the vertical direction with respect to
the plane ofthe drawing as the emission polarization direction
40 shows. The liquid crystal lens 10 acts on the linearly
polarized light. FIG. 2 is a plan view of the upper substrate 20
of the liquid crystal lens 10 shown in FIG. 1. FIG. 1 is a
sectional view taken along line X-X of FIG. 2. Referring to
FIGS. 1 and 2, upper substrate electrode patterns 21 are
arranged in stripes at predetermined intervals on the upper
substrate 20.

When the voltage is not applied between the electrodes, the
liquid crystal molecules 50 are aligned in the direction verti-
cal to the plane of the drawing in FIG. 1, that is, in the
extending direction of the electrodes in stripes as shown in
FIG. 2. That is, the rubbing direction which determines the
initial alignment of the liquid crystal lens 10 is consistent with
the extending direction of the electrodes in stripes as shown in
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FIG. 2. Preferably, the rubbing direction is consistent with the
extending direction of the electrodes in stripes within a range
of +£5° In this state, when the polarization light passes
through the liquid crystal lens 10, it is expected to pass
through the high refractive index medium because the polar-
izing direction 40 is consistent with the longer axis direction
of'the liquid crystal molecule 50. Since the polarization light
passes through the uniform medium, the traveling direction is
not changed.

When applying the voltage between the electrodes A and
B, the transverse electric field in parallel with the substrate is
generated as shown in FIG. 1 because of no electrodes are
formed on the lower substrate 30. The liquid crystal mol-
ecules 50 are rotated along the thus generated electric field,
and aligned as shown in FIG. 1. The light that has passed
through the medium at locations each with a different refrac-
tive index may be refracted. The polarization light emitted
from the liquid crystal display panel 100 is refracted between
the liquid crystal molecule 50 arranged under the influence of
the transverse electric field and the liquid crystal molecule 50
under no influence of the transverse electric field.

Referring to FIG. 1, the liquid crystal molecules 50 just
above the upper substrate electrode pattern 21 are not influ-
enced by the transverse electric field, and are not rotated up to
the position around the upper substrate 20, thus to maintain-
ing the initial alignment consistent with the rubbing direction.
Meanwhile, the liquid crystal molecules 50 at an intermediate
position between the upper substrate electrode patterns 21 is
influenced most by the transverse electric field, and the liquid
crystal rotates laterally. The thus laterally rotated liquid crys-
tal molecules 50 act as the low refractive index medium with
respect is to the polarization light in the direction shown in
FIG. 1, as described referring to FIGS. 3 to 5.

In the state of the liquid crystal layer where the voltage is
applied to the upper substrate electrode patterns 21, a convex
lens 11 as indicated by a dashed line of FIG. 1 is formed with
respect to the polarization light shown in FIG. 1. Referring to
FIG. 1, the polarization lights emitted from the sub-pixels of
the liquid crystal display panel 100 are caused to change their
paths by an action of the convex lens 11 formed in the liquid
crystal lens 10. In other words, the first pixel 200 changes the
path to the right and the second pixel 300 changes the path to
the left so that the first pixel 200 and the second pixel 300 are
recognized by right and left eyes, respectively. Different sig-
nals are input to the first pixel 200 and the second pixel 300 so
as to produce the three-dimensional image.

The AC voltage is applied between the electrodes A and B.
An electric force line 60 has its direction cyclically changed.
The direction of the liquid crystal molecule 50 is influenced
by the effective value of the electric field, and accordingly,
there is no change in the alignment direction of the liquid
crystal molecule 50. In the aforementioned explanation, the
electrodes are arranged in stripes on the upper substrate 20,
and no electrodes are provided on the lower substrate 30.
However, it is possible to form the convex lens 11 in the
structure having the electrodes arranged in stripes on the
lower substrate 30 and no electrodes on the upper substrate
20.

In Example 1, each of the first pixel 200 and the second
pixel 300 includes red sub-pixels r, green sub-pixels g, and
blue sub-pixels b. However, colors or the number of the sub-
pixels are not limited to the aforementioned structures but
may be arbitrarily changed.

Example 2

This example provides the liquid crystal display device
capable of selecting the display screen between vertical mode
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and horizontal mode using the liquid crystal lens 10. In the
liquid crystal lens 10, the electric field generated by the elec-
trode between the upper substrate electrode pattern 21 and the
lower substrate electrode pattern 31 is designated as a longi-
tudinal electric field, and the electric field generated only by
the upper substrate electrode pattern 21 or the lower substrate
electrode pattern 31 is designated as the transverse electric
field. This example uses the liquid crystal lens 10 formed
under the longitudinal electric field for one of the vertical
mode and the horizontal mode, and the liquid crystal lens 10
formed under the transverse electric field for the other mode.

FIG. 6 is a plan view which represents the pixel structure in
the liquid crystal display panel 100. Referring to FIG. 6, each
of the first pixel 200 and the second pixel 300 includes the
sub-pixels r, g and b in the lateral direction. The same pixels
are arranged in the longitudinal direction. Each size of short
diameter dx and long diameter dy of the sub-pixel may be set
to 25 um and 75 um respectively, for example. In the hori-
zontal mode, the liquid crystal lens 10 covers two pixels ddx
in the lateral direction using the single convex lens 11. In the
vertical mode, the single convex lens 11 covers two pixels ddy
in the longitudinal direction. Generally, each dimension of
ddx and ddy is the same. However, those dimensions may be
different.

FIG. 7 is a plan view showing the lower substrate electrode
patterns 31 and the upper substrate electrode pattern 21
according to the example. The lower substrate electrode pat-
terns 31 indicated by the solid line, that is, the electrodes A
extend laterally, and are longitudinally arranged in stripes at
predetermined intervals. The lower substrate electrode pat-
tern 31, that is, the electrode A has a width w1 of approxi-
mately 10 um. The interval between the lower substrate elec-
trode patterns 31, that is, the electrodes A is set to the value
corresponding to two pixels as shown in FIG. 6, for example,
150 um so as to cover the ddy shown in FIG. 6.

The upper substrate electrode patterns 21 indicated by the
dashed line shown in FIG. 7 include the narrow electrode B
and the wide electrodes D. The distance between centers of
the narrow electrodes B is set to the value corresponding to
two pixels, for example, 150 um, which covers the ddx shown
in FIG. 6. An interval dl between the wide electrode D and the
narrow electrode B is set to approximately 5 um. The width
w3 of the wide electrode D is set to 130 um, for example.

As described referring to FIG. 6, each of the dimensions
ddx and ddy may be equivalent or different. The interval
between the electrodes B on the upper substrate 20, and the
interval between the electrodes A on the lower substrate 30
may vary accordingly. The interval between the electrodes B
on the upper substrate covers the ddx, but is not necessarily
consistent with the dimension ddx. On the lower substrate, the
interval between the electrodes A covers the ddy, but is not
necessarily consistent with the ddy.

Referring to FIG. 7, the rubbing direction, that s, the initial
alignment direction of the liquid crystal molecule 50 is the
same as the extending direction of the upper substrate elec-
trode pattern 21. The “same direction” does not necessarily
mean “full matching”. There may be the case where such
direction is made slightly different from the extending direc-
tion of the upper substrate electrode pattern 21 to prevent
occurrence of domain. Preferably, the extending direction of
the upper substrate electrode pattern 21 is consistent with that
of the rubbing direction that determines the initial alignment
of'the liquid crystal molecule 50 within a range of +5°. Refer-
ring to FIG. 7, it is possible to apply different voltages to the
electrodes A, B and D, respectively.

FIG. 8 is a sectional view taken along line Y-Y of FIG. 7,
which represents the case where the display is used in a
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horizontal mode. Specifically, FIG. 8 is a sectional view
showing alignment of the liquid crystal molecules 50 when
applying the voltage different from those applied to the elec-
trodes B and D to the electrode A as indicated by FIG. 7.
Referring to FIG. 8, the polarizing direction 40 of the polar-
ization light emitted from the liquid crystal display panel 100
is in parallel with the plane of the drawing as indicated by the
arrow. Referring to the sectional view taken along line Y-Y,
the upper substrate electrode patterns 21 are formed as a
continuous pattern. The liquid crystal molecules 50 are
aligned under the electric field generated between the elec-
trodes in stripes as the lower substrate electrode patterns 31
and the upper substrate electrode patterns 21.

As the polarizing direction of light emitted from the liquid
crystal display panel 100 is in parallel with the plane of the
drawing, the convex lens 11 as indicated by the dashed line in
FIG. 8 is formed with respect to the polarization light in the
liquid crystal lens 10. The operation of the lens is similar to
the one described referring to FIG. 13. When using the dis-
play screen in horizontal mode, the longitudinal electric field
is generated between the upper substrate electrode patterns 21
and the lower substrate electrode patterns 31 to form the
convex lens 11, thus allowing the three-dimensional image
display. The alignment direction of the liquid crystal mol-
ecule 50 when no voltage is applied between the upper sub-
strate electrode patterns 21 and the lower substrate electrode
patterns 31 is similar to the case as described referring to F1G.
12. In this case, the convex lens 11 is not formed so as to
perform the normal two-dimensional image display.

Each of FIGS. 9 and 10 is a sectional view taken along line
X-X of FIG. 7, which represents the operation when using the
display screen in vertical mode. Referring to FIGS. 9 and 10,
the narrow electrodes B and the wide electrodes D extend in
the vertical direction with respect to the plane of the drawing
on the upper substrate 20. There are no electrodes arranged on
the lower substrate 30. Referring to FIG. 9, since the voltage
is not applied between the respective electrodes of the liquid
crystal lens 10, the liquid crystal molecule 50 is kept in the
initial alignment by rubbing. In this case, the display screen is
used for displaying the two-dimensional image.

FIG. 10 is a sectional view which illustrates the operation
of the liquid crystal lens 10 when applying voltage different
from those applied to the electrodes A and D to the electrode
B. Referring to FIG. 10, the transverse electric field is gener-
ated between the electrodes B, and those of A and D. The
transverse electric field rotates the liquid crystal molecules 50
at the upper electrode side. Then those molecules are aligned
in parallel with the plane of the drawing as FIG. 10 shows.
The light emitted from the liquid crystal display panel 100 is
polarized vertically with respect to the plane of the drawing.
The aforementioned polarization light is not influenced by the
transverse electric field. In other words, the liquid crystal
molecule 50 that is not rotated under the electric field exhibits
a higher refractive index than that of the liquid crystal mol-
ecule 50 rotated under the influence of the transverse electric
field. Then the convex lens 11 as shown in FIG. 10 is formed
in the liquid crystal layer.

The first pixel 200 and the second pixel 300 (not shown) are
arranged between the electrodes B. The first pixels 200 are
recognized by the right eye, and the second pixels 300 are
recognized by the left eye so as to form the three-dimensional
image. When using the display screen in the vertical mode,
the three-dimensional image is formed by the liquid crystal
lens 10 under the transverse electric field.

When the convex lens 11 is formed under the transverse
electric field, the longitudinal electric field is generated
between the electrodes A and B as shown in FIG. 7. The
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longitudinal electric field may disturb the lens under the
transverse electric field. However, since the area overlapped
between the electrodes A and B is very small as shown in FI1G.
7, the influence on the image is limited even if the domain is
formed at that part. Such influence may further be reduced by
decreasing the width of the overlapped part between the elec-
trodes A and B.

The convex lens 11 may be formed to generate the 3-D
image if the upper substrate electrode patterns 21 and the
lower substrate electrode to patterns 31 are arranged on the
lower and the upper electrodes in an inverted manner. Selec-
tive use of the longitudinal electric field and the transverse
electric field in the liquid crystal lens 10 allows switching of
the display screen between the vertical mode and the hori-
zontal mode. This makes it possible to realize the liquid
crystal display device capable of selecting the display screen
is between the vertical mode and the horizontal mode while
selectively using the longitudinal and transverse electric
fields in the liquid crystal lens 10.

According to Examples 1 and 2, the interval between the
upper substrate 20 and the lower substrate 30 of the liquid
crystal lens 10, that is, the thickness of the liquid crystal layer
is equal to or smaller than halfthe lens diameter of the convex
lens 11 to be formed, for example, 75 [Om or smaller. Mean-
while, if the liquid crystal layer has a larger thickness, the
response speed of the liquid crystal lens 10 may be reduced.
Preferably, the interval between the upper substrate 20 and the
lower substrate 30 for the liquid crystal lens 10 is as small as
possible within the range which substantially allows forma-
tion of the convex lens.

What is claimed is:
1. A display device having a liquid crystal lens arranged on
a display panel,

wherein the display panel includes pixels arranged in a first
direction and arranged in a second direction intersecting
with the first direction;

each of the pixels includes a plurality of sub-pixels
arranged in a first direction, and has a first width in the
first direction and a second width in the second direc-
tion;

the liquid crystal lens is formed by interposing a liquid
crystal between a first substrate and a second substrate;

the first substrate includes a plurality of first electrodes in
stripes, extending in the first direction, and arranged in
the second direction;

two of the first electrodes which are adjacent each other
have a first interval which is larger than the second width
and including two of the pixels arranged adjacently in
the second direction;

each of the plurality of first electrodes in stripes has a same
width;

the second substrate includes a plurality of second elec-
trodes in stripes and a plurality of third electrodes in
stripes, extending in the second direction, and arranged
in the first direction at predetermined intervals;

two of the second electrodes which are adjacent each other
have a second interval which is larger than the first width
and including two of the pixels arranged adjacently in
the first direction;

each of the plurality of third electrodes in stripes has a
width which is larger than a width of each of the plurality
of second electrodes;

an initial alignment of liquid crystal molecules between the
first and second substrates is in the second direction; and

different voltages are allowed to be applied to the plurality
of first, second and third electrodes.
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2. The display device according to claim 1, wherein a
direction of the initial alignment of the liquid crystal mol-
ecules in the liquid crystal lens is consistent with an extending
direction of the plurality of second electrodes within a range
of £5°.

3. The display device according to claim 1, wherein the first
substrate is positioned at a side of the display panel.

4. The display device according to claim 1, wherein the first
direction is perpendicular to the second direction.

5. A display device having a liquid crystal lens arranged on
a display panel,

wherein the display panel includes pixels arranged in a first

direction and arranged in a second direction intersecting
with the first direction;

each of the pixels includes a plurality of sub-pixels

arranged in a first direction, and has a first width in the
first direction and a second width in the second direc-
tion;
the liquid crystal lens is formed by interposing a liquid
crystal between a first substrate and a second substrate;

the first substrate includes a plurality of first electrodes in
stripes, extending in the first direction, and arranged in
the second direction;

two of the first electrodes which are adjacent each other

have a first interval which is larger than the second width
and including two of the pixels arranged adjacently in
the second direction;

each of the plurality of first electrodes in stripes has a same

width;

the second substrate includes a plurality of second elec-

trodes in stripes and a plurality of third electrodes in
stripes, extending in the second direction, and arranged
in the first direction at predetermined intervals;

two of the second electrodes which are adjacent each other

have a second interval which is larger than the first width
and including two of the pixels arranged adjacently in
the first direction;

each of the plurality of third electrodes in stripes has a

width which is larger than a width of each of the plurality
of second electrodes;

an initial alignment of liquid crystal molecules between the

first and second substrates is in the second direction;
the plurality of second electrodes and the plurality of third

electrodes are set to be at one potential, and a voltage is

applied between the plurality of second electrodes and
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the plurality of first electrodes, and between the plurality
of third and the plurality of first electrodes to allow a
three-dimensional display; and

the plurality of first electrodes and the plurality of third

electrodes are set to be at the one potential, and the
voltage is applied between the plurality of first elec-
trodes and the plurality of second electrodes, and
between the plurality of third electrodes and the plurality
of second electrodes to allow a three-dimensional dis-
play.

6. The display device according to claim 5,

wherein a rectangular display screen is provided;

wherein the plurality of second electrodes and the plurality

of third electrodes are set to be at the one potential, and
the voltage is applied between the plurality of second
electrodes and the plurality of first electrodes, and
between the plurality of third electrodes and the plurality
of first electrodes to perform the three-dimensional dis-
play by selecting the display screen in a horizontal
mode; and

wherein the plurality of first electrodes and the plurality of

third electrodes are set to be at the one potential, and the
voltage is applied between the plurality of first elec-
trodes and the plurality of second electrodes, and
between the plurality of third electrodes and the plurality
of second electrodes to perform the three-dimensional
display by selecting the display screen in a vertical
mode.

7. The display device according to claim 5, wherein a
direction of the initial alignment of the liquid crystal mol-
ecules inthe liquid crystal lens is consistent with an extending
direction of the plurality of second electrodes within a range
of +5°.

8. The display device according to claim 5, wherein the first
substrate is positioned at a side of the display panel.

9. The display device according to claim 5, wherein the first
direction is perpendicular to the second direction.

10. The display device according to claim 1, wherein one of
the third electrodes is located between the two of the second
electrodes which are adjacent each other.

11. The display device according to claim 5, wherein one of
the third electrodes is located between the two of the second
electrodes which are adjacent each other.
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